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General Information

EEEa
- BR®NZE

Model Name: e
BF700B, BF600B, BF500B BF400B .
Max Wattage: =
700W, 600W, 500w, 400W T P
Type: ATX12V 2.4/ EPS12V 2.0 e ;
PFC: Active PFC SO .
Efficiency: 80Plus Bronze Certified 07
e Intel ATX
B871% Worke Fox

Haswell C&/C




Features

Guaranteed Continuous power delivery with 24h/7d Operation

Up to 87% efficiency @ Typical loading.

PF value up to 0.96

Advance voltage switching circuit from +12V to miner rail to provide the
best stability and output quality.




intel ATX
=2V va4
works For

Haswell C&/C

28mm
Silent Fan

Advance
Thermal
Managemeank

- "‘-lf\/_l'os'_’_c_powér on +12V will support higher level graphic card in all wattage
-range.

- works for Intel C6/C7 Sleep States

120mm silence-optimized and long-life fan

Intelligent Fan Control curve defined

Features




Features

. Ca.l:ll.er
/' Routing : : : _ :
— - 18AWG Long output DC cable, 600mm for CPU & 500mm for PCI-E 2.0.

Ensure tightest DC voltage regulation.

Over Current Protection (OCP), Over Voltage Protection (OVP),
Under Voltage Protection (UVP), Over Power Protection (OPP)
Short Circuit Protection (SCP), Over Temperature Protection (OTP)
No Load Operation (NLO), Surge & Inrush Protection (SIP)




-----------

Features

D 6'+_2pin- PCI-E 2.0 connectors for multi-GPU Support ( 400W & 500W)
4 'x 6+2pin PCI-E 2.0 connectors for multi-GPU Support ( 600W & 700W)

Complies with the latest European Environment Regulation

BitFenix 24/7 customer service support and solid RMA service




Technology
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with 82+ ( 0% to 100% load)/ 85+ (40% to 70% load) high efficiency circuit, energy and money saving
for end user, and generate less heat, more stable power output. Generate up to 70% less heat and
consume 25% less power than standard PSU’s.

100-240V (90V min to 264Vmax) Full range design for worldwide coverage, and with Active PFC & DC
to DC Design circuit benefit planet Earth, for batter energy saving.




Efficiency

BF700B BFG00B
AL Input Voltage 115Wac AL Input Voltage 115Wac
TOTAL Wattage TOW TOTAL Wattage BODW
Combine EIBW 130 ENA 12.5W Combine BODW 120W 16w 12 5W
Volt 12V EE 45y -2 +5¥sh Volt 12V EE 45y -2 +5¥sh
a6e . BRONZE | a6e
Max Current S84 184 228 ETY 284 Max Current 508 204 174 ETY 284
Rail v | oe3av | esv A2V | e8SB | o | e ety | ifciensy (%) Rail v | oe3av | esv A2V | e8SB | o | e ety | ifciensy (%)
Curromt(s) | 9.52 ERT 254 0.05 044 Curremt(s) | 8.02 277 236 0.05 044
L:au?h 140,94 159724 | BB.2% L:au?h 121,21 137 | BR.1%
E | voltagerv) | 1208 136 503 1159 508 E | voltagerv) | 1212 136 506 11864 508
Current[) | 23.80 7.7% 615 0.13 110 Current[) | 20006 6.93 589 0.13 109
50% 50%
Loading 35145 wn | 87.2% || \oading 300.96 san | B7.7%
VoltagelV] | 1205 3.33 5.01 11.78 5.04 VoltagelV) | 1202 3.33 5.04 11.73 5.04
003 | Currentia) | 47.60 15,50 1269 0.26 110 008 | Currentia) | an11 13.86 1L78 0.26 118
Loading 698,76 #3658 83.5% Loading 600,08 719.58 83.4%
Valtage[v] | 1201 135 495 1181 ae1 Valtage[v] | 1200 130 501 1182 5.00
BF500B BFA00B
AL Input Voltage 115Wac AL Input Voltage 115Wac
TOTAL Wattage S00W TOTAL Wattage ADDW
Combine 483N 1104 16W 125w Combine 483N 100 16W 125w
Voltage 12V +3.3V +5V -12v +5ush Voltage 12V +3.3V +5V -12v +5ush
Max Current a14 184 164 ETY 284 Max Current 334 164 154 ETY 284
Rail v | oe3av | esv A2V | e8SB | o | e ety | ifciensy (%) Rail v | oe3av | esv A2V | e8SB | o | e ety | ifciensy (%)
Curremt(a) | 653 2.4 2.17 0.05 043 Current{a) | 5.04 2.10 187 0.05 0.4z
L:au?h 100,22 s 84.9% L:au?h 80.77 o551 | B4.6%
E | voltagerv) | 1201 132 505 11.80 504 E | voltagerv) | 1210 138 506 1179 506
Current(f) | 1632 6.10 5.42 0.13 107 Current() | 1260 5.26 493 0.13 108
50% 50%
Loading 25041 w | 86.6% || Loading 200,60 mar | 86.0%
VoltagelV) | 1201 330 5.04 11.86 5.03 VoltagelV] | 1203 3.33 5.01 11.85 5.04
jo0% | Currentia) | 3264 1220 10.84 0.26 215 j00% | Currentia) | 25320 10,52 986 0.15 210
e 500.11 599.37 83.4% Loading 399,60 480.95 83.1%
Valtage[v] | 1200 139 502 11.95 501 Valtage[v] | 1201 an 493 11.93 5.00




PSU Thermal Solution

Intelligent Fan control circuit with 120mm Silent Rifle Fan,
Noise level lower than 18dBA while lower than 60% load.
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Output Cable- 400W & 500W

Cable Specification

Connector Type | Quantity

350mm 24Pin 1
24Pin 4+4Pin 1

PCI-E 6+2Pin 2
B00mM P2 PCI-E BPin 0
: SATA 5

44+4Pin
PATA 2
Floppy 1

500mm
| PCI-E 6+2Pin PCI-E 6+2Pin
400mm P5 150mm P6 150mm P7 150mm P8
SATA SATA SATA SATA
400mm P9 150mm P10 150mm P11 150mm P12

SATA




Output Cable- 600W & 700W

Cable Specification
Connector Type | Quantity

— E
24Pin 1
24Pin 4+4Pin

-

PCI-E 6+2Pin 4
500mm PCI-E 6Pin 0
4+4Pin SATA 6
PATA 2
500mm 150mm P— 4
| PCI-E 6+2Pin PCI-E 6+2Pin
500mm
| PCI-E 6+2Pin PCI-E 6+2Pin
400mm P7 150mm P8 150mm P9 150mm P10
SATA SATA SATA SATA
A400mm P11 150mm P12 150mm Pi3 150mm P14 150mm P15

SATA




Housing
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Safe Power 1/0O switch to
prevent unexpected surge

: - Environment friendly,
; Under RoHS &WEEE regulations




Spec Label
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BIFFErin

MGDEL (23} BFT00B
A P (WA 100-240WAC, 47-63Hz, 10-54
DG QUTPUT () +5Y +1.3 LS FiY A2 +AVER
| Lome (it 184 228 584, 0.34 254
. 1200 seaw 6w 12.5W
TOTAL PowER (FL) TooW

SAFETY METRLICTIONS
D MOT REMOVE THE DOVER
KO SEFACTARLEY COMPOMINTS INSIDN

i ~WARNING! HAZARDOUS AREA

REFEN SEMVICING T0 QUALIFED SEFACE PENSDMKEL

N e, N

CECBFE™- S E EZ@U

*WARNUNG! GEFAHRENZOMNE
SICHERHEITEHINWEISE
VR DEM OFFREN DES GEFATES NETZETECHER ZIEHEN
®EME SERVICERELENWKNTEN BALITEILE ENTHALTEM
SETVICEARREITEH SOLLTER KUR YOK AUTORISERTEM
FACHPERSOMAL DURCHGEFLHET WERDEN

&wﬁ

E'x ] BFG00B
— S WPUT (L) 100-240VAC, 47-63Hz, B-4.54
E DC OUTPUT (M) Ay 1.3 12V A3 +AVER
Im I Lown (el T ) 1TA 204 504 034 2.5
- 1200 soaw 26w 12.5W
TOTAL PowER [ FL) GO0W

SAFETY METRUCTIONS:

DO MOT REMONE THE COVER

W SEFRACTARLE COMPOMINTS INSIDE

REFEN SENVICING T0 QUALIFED SERCE PENSDMNEL

o N O S

i *WARNING! HAZARDOUS AREA

uEI_II:
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ECBFE™-ACE 2@

*WARNUNG! GEFAHRENZOMNE
SICHERHEITEHIMNWEISE
VDR DEM OFFREN DES GERATES NETZETECHER ZIEHEN
SEINE SERVICERELEWAKTEM BAUITEILE ENTHALTEN
SERVICEARRETER SOLLTER KUA WOK AITORISERTER
FACHPERSOMAL DURCHGEFUHET WERDEN
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SAFETY METRLICTIONS
DO MOT REMOWE THE DOVER
O SEFWACTARLE COMPOMINTS INSIDE

i *WARMNING! HAZARDOUS AREA

REFEN SEMVICING TO DUALIFED SERICE PEMSDMNEL

= S

ECBFE™- RS A

R4ZDE

* WARNUNG| GEFAHRENZOMNE
SICHERHEITSHINWEISE
VOR DEM OFFREN DES GERATES METZETECHER ZIEHEN
®ENE SERVICERELEWANTEN BALITEILE ENTHALTEN
SEAVICEMRREITEN SOLLTEN KUR YOK AUTORISERTEM
FACHPERSOMAL DURCHGEFLHET WERDER

S E@® D

AL i A,

R4ZI0E AL i A, R43016 WAL i A,
=] ]
X mooeL (4) BF500B X MODEL (33) BF400B
— AC PUT (WA 100-240WAC, 47-63HE, B-4A — S WPUT (WA 100-240VAC, 47-63IHE, B-3A
E DG OUTPUT (M) +EY +3.3V 12V A +EVER E DG CUTPUT (M) +EW +1.3V 12V A2 +EVER
Im | Lown (st 164 184 41A 0.34 258 Im [ s Lo et 154 164 334 0.34 258
WA OUTPUT POWER MU OUTPLIT POWER
(hh¥E) 11w H92W L6 125w {BtihE) 100w F9EW 16w 12.5W
TOTAL POWER (L) S00%W TOTAL POWER [ FLIH) A00W

SAFETY METRUCTIONS:

DO MOT REMONVE THE COVER

W SEFEWICTARLE COMPOMINTS INSIDE

REFER SEMVICING TO OUALIFED SERVICE PERSOMNEL

= P m R

i *WARNING! HAZARDOUS AREA
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R4Z0NE

ECBFE™- & S &

*WARNUNG| GEFAHRENZOMNE
SICHERHEITEHMWEISE
VDR DEM OIFFNEN DES GERATES NETZETECHER ZIEHEN
MEINE SERVICERELEWANTEM BAITEILE ENTHALTEN
SEAVICEARREITEN SOLLTEN KUR WOK SUTORISERTEM
FACHPERSOMAL OURCHGEFUHET WERDEN

S E@ D &

WAL i A,




System Built- 600W & 700W
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System Built- 400W & 500W




The End.
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