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Model Name: 
BWG850M, BWG750M, BWG650M, 
BWG550M, BWG450M
Max Wattage:
850W, 750W, 650W, 550W, 450W
Type: ATX12V 2.4/ EPS12V 2.92
PFC: Active PFC
Efficiency:  80Plus Gold Certified

General Information
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Features

Guaranteed Continuous power delivery with 24h/7d Operation

PF value up to 0.99

LLC resonant topology brings  lower power losses and boosts higher 
efficiency during AC-DC voltage switching. 

Using solid Capacitor to reduce up to 35% of ripple & noise to the 
motherboard. 
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Features

Most power on +12V will support higher level graphic card in all wattage 
range.

Works for Industrial server/ work station with dual CPU 4+4Pin 
(BWG750M/ BWG850M)

Advance voltage switching circuit from +12V to miner rail to provide the 
best stability and output quality.

Up to 92% efficiency @ Typical loading.
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Features

18AWG Long output DC cable, 650mm for CPU & PCI-E 2.0.

140mm silence-optimized and long-life Fluid Dynamic Bearing fan 

Intelligent Fan Control curve defined 

works for Intel C6/C7 Sleep States
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Features

2 x 6+2pin PCI-E 2.0 connectors for multi-GPU Support ( 450W & 550W)
4 x 6+2pin PCI-E 2.0 connectors for multi-GPU Support ( 650W)
6 x 6+2pin PCI-E 2.0 connectors for multi-GPU Support ( 750W & 850W)

Complies with the latest European Environment Regulation 

Over Current Protection (OCP),  Over Voltage Protection (OVP), 
Under Voltage Protection (UVP),  Over Power Protection (OPP)
Short Circuit Protection (SCP), Over Temperature Protection (OTP)
No Load Operation (NLO),  Surge & Inrush Protection (SIP)

Ensure tightest DC voltage regulation and longest components life.
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Features

BitFenix 24/7 customer service support and solid RMA service



Topology
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Efficiency

92%+ Efficiency at all time

HIGH EFFICIENCY
with 87+ ( 0% to 100% load)/ 90+ (40% to 70% load) high efficiency circuit, energy and money saving for 
end user, and generate less heat, more stable power output. Generate up to 80% less heat and consume 
30% less power than standard PSU’s.

100-240V (90V min to 264Vmax) Full range design for worldwide coverage, and with LLC & Active PFC & 
DC to DC Design circuit benefit planet Earth, for batter energy saving. 
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Efficiency
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Efficiency
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Efficiency
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PSU Thermal Solution

Intelligent Fan control circuit with 140mm Silent Fluid Dynamic Bearing Fan, 
Noise level lower than 18dBA while lower than 60% load at 25°C.

With the wind & Clean Design
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PSU Low Acoustic Solution
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PSU Low Acoustic Solution
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SLI & Selected Capacitor

Multi-GPU Ready

All Japanese Capacitor Solid Capacitor Ripple & Noise reduction 
design 
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Output Cable- 550W & 450W
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Output Cable- 650W
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Output Cable- 850W & 750W
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Housing
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High Quality Aluminum BitFenix Logo

Compact Dimension

Modular design with +12V rails definition

Environment friendly,
Under RoHS &WEEE regulations
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Spec Label
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Spec Label
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System Built
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System Built
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System Built
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System Built
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The End.


